
GENERAL NOTES:

1. ALL EXISTING PAVEMENT, CURBS, SIDEWALKS, DRIVEWAYS AND
BOULEVARD AREAS DISTURBED BY THE CONSTRUCTION MUST BE
REINSTATED TO THE SATISFACTION OF THE TOWN.

2. A MINIMUM SETBACK OF 1.0m FROM STREET FURNITURE TO
PROPOSED DRIVEWAYS AND SIDEWALKS SHALL BE MAINTAINED.  ALL
EXISTING STREET FURNITURE TO BE RELOCATED BY THE
CONTRACTOR/OWNER TO A SETBACK OF 1.0m. THE COST OF THE
RELOCATION OF ANY UTILITY IS THE RESPONSIBILITY OF THE
DEVELOPER/ONWER.

3. THE CONTRACTOR/OWNER IS RESPONSIBLE FOR ALL UTILITY
LOCATES AND AND DAMAGE OR DISTURBANCE DURING
CONSTRUCTION.

4. ALL BARRIER FREE ENTRANCES AND BARRIER FREE PATHS OF
TRAVEL MUST COMPLY WITH O.B.C. 3.8.

5. THE OWNER/CONTRACTOR SHALL SUPPLY ALL FIRE ROUTE AND
HANDICAP SIGNS AS SET OUT IN THE TOWN BY-LAWS AND DESIGN
CRITERIA.

6. ALL EXTERIOR ILLUMINATION TO BE DIRECTED DOWNWARD AS WELL
AS INWARD AND DESIGNED TO MAINTAIN ZERO CUTOFF LIGHT
DISTRIBUTION AS THE PROPERTY LINE.

7. ALL DOWNSPOUTS TO BE CONNECTED TO THE STORM DRAINAGE
SYSTEM.

8. ALL CONDENSING UNITS TO BE SCREENED ON THE GROUND FLOOR
9. SEPARATE PERMITS ARE REQUIRED FOR ANY SIGNAGE ON THE

PROPERTY.
10. WHERE  POSSIBLE TREES ARE TO BE PROTECTED FROM CONSTRUCTION.
11. RESPECTING ALL W.O.RK IN THE MUNICIPAL RIGHT OF WAY, THE

CONTRACTOR IS TO PROVIDE AT LEAST 48 HOURS PRIOR NOTICE TO
THE CLARINGTON ENGINEERING SERVICES DEPARTMENT STAFF AT
905-623-3379.

12. A ROAD OCCUPANCY PERMIT WILL BE REQUIRED FOR ANY W.O.RK
DONE IN THE MUNICIPAL ROAD ALLOWANCE. EXCAVATION OF THE
ROAD SURFACE IS NOT PERMITTED BETWEEN DECEMBER 1ST AND
APRIL 30TH.

13. ALL RESTORATION OR W.O.RK DONE IN THE ROAD ALLOWANCE MUST
BE COMPLETED AS PER MUNICIPAL FIELD STAFF DIRECTION

14. THE PERFORMANCE GUARANTEE WILL NOT BE REFUNDED BY THE
MUNICIPALITY OF CLARINGTON UNLESS THE W.O.RKS HAVE BEEN
INSPECTED BY MUNICIPAL FORCES AND DEEMED TO BE COMPLETE
AND SATISFACTORY.

15. CONSTRUCTION AT THE SITE WILL BE SUBJECT TO VEHICLE LOAD
RESTRICTIONS BETWEEN MARCH 1ST AND MAY 1ST EACH YEAR.

16. ALL FUTURE MAINTENANCE OF THE ADJACENT SIDEWALKS AND
GRASS BOULEVARDS ARE THE RESPONSIBILITY OF THE APPLICANT
INCLUDING SNOW REMOVAL.

17. EXCESS SNOW WILL BE REMOVED BY PRIVATE HAULER SUBJECT TO
DEMAND FOR PARKING

18. ANY ENTRANCES TO THE SUBJECT PROPERTY MUST BE
CONSTRUCTED TO THE FOLLOWING MINIMUM STANDARD:

18.1. SURFACE ASPHALT - 40 MM HL 3
18.2. BASE ASPHALT - 50 MM HL 8
18.3. 150 MM GRANULAR A
18.4. 300 MM GRANULAR B
18.5. BARRIER CURB AS PER C-302
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ABBREVIATIONS

C.D.  - CURB DEPRESSION
FH  -  FIRE HYDRANT
G.F.A.  - GROSS FLOOR AREA
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L.D.  - LIGHT DUTY PAVING
LB  - LIGHT BOLLARD
LS  - LIGHT STANDARD
BF  - BARRIER FREE
BFFE   - BASEMENT FFE
FFE - FINISHED FLOOR ELEVATION
T.B.D.  -TO BE DETERMINED
T.B.R. - TO BE REMOVED

TACTILE WALKING
SURFACE INDICATOR

DAYLIGHT TRIANGLE
SEE SIZES

Pursuant to City of Orillia By-law Number 2007-55, as amended, no person shall stop, stand or
park in a Fire Route Zone. A Fire Route Zone is an area in and around your building that has been
approved by the City of Orillia Fire Department. It is the responsibility of the property owner to
ensure that the Zone is properly marked with appropriate signage. The set fine for stopping,
standing or parking in a Fire Route is $100.00
Fire Route Sign:
Signs are to be based on the standard Ontario Highway Traffic Act O. Reg. 615 parking restriction
sign modified as shown.
Fire route text to be 50 mm in height, black upper case lettering correctly spelled and spaced as
needed.
The left and right arrows are to suit the limits of the fire route. The zone indicated on any parking
restriction sign shall include up to 50 meters in distance measured from location of the sign.

#FIRE ROUTE SIGN NOTE

#

1 STOP BAR 0.30 m
2 SOLID YELLOW  0.10 m
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LEGAL LAND DESCRIPTION:

LOTS 1 AND 2 ,
REGISTERED PLAN 9921 (PIN 58676-00442 (LT)
CITY OF ORILLIA & COUNTY OF SIMCOE

CREDIT NOTES:

THIS SITE PLAN IS BASED UPON AND MUST BE READ
IN CONJUNCTION WITH DRAWING E-4024 BY DEARDEN AND STANTON  LTD DATED
AUGUST 16, 2023. FABAIANI ARCHITECTS LTD. ACCEPTS NO  RESPONSIBILITY FOR THE ACCURACY, OR
COMPLETENESS OF THE DATA SUPPLIED AND SUCH DATA IS NOT INCLUDED UNDER SEALS OF
CERTIFICATION, IF ANY.
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PROPOSED TREE PRESERVATION FENCE
* TREE PRESERVATION FENCE TO BE ROLLED OUT AS NEEDED FOR CONSTRUCTION ACTIVITIES ON CONDITION OF ARBORIST PRESENCE ON SITE. THE NOTICE
SHOULD BE GIVEN IN ADVANCE SO THAT THE ARBORIST CAN BE ON SITE TO PREVENT ANY DAMAGE TO TREE ROOTS.
* ANY GRADING WORK TO INSTALL PROPOSED FENCE & SWALE UNDER EXISTING TREE CANOPY AREA REQUIRES EXTREME CARE NOT TO DAMAGE THE TREE
ROOTS  AND HAND DIGGING IS RECOMMENDED AS NEEDED. AN ARBORIST TO BE PRESENT DURING SWALE WORK TO ENSURE NO ANCHOR ROOTS ARE NOT DISTURBED.
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PROJECT CONTACT:

116  BOND STREET , CITY OF ORILLIA
BETWEEN HIGH STREET & GILL STREET ON BOND

0

S:
\2

02
3\

38
. F

23
-0

38
 O

ril
lia

 - 
11

6 
Bo

nd
 S

t T
ow

nh
om

es
\3

.0
 - 

Dr
aw

in
gs

\3
.1

 - 
De

sig
n\

Si
te

 P
la

n\
25

-0
6-

10
 (R

3)
\A

-1
00

r3
.2

 (1
16

 B
on

d 
St

re
et

 - 
Si

te
 P

la
n)

 2
5-

07
-2

5 
Ph

as
e 

1.
dw

g

SEE TABLE ABOVE

DO NOT SCALE DRAWINGS.  USE ONLY DRAWINGS  MARKED "ISSUED FOR
CONSTRUCTION".  VERIFY  CONFIGURATIONS & DIMENSIONS ON SITE
BEFORE BEGINNING WORK.  NOTIFY ARCHITECT IMMEDIATELY OF ANY
ERRORS, OMISSIONS OR DISCREPANCIES.

GENERAL NOTES:

#7-1464 CORNWALL ROAD
OAKVILLE, ONTARIO L6J 7W5
905-337-7249 EX 207
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23-09-23PRE-CON 1((BY MORGAN PLANNING)

STACKED DWELLING
DEVELOPMENT

SULLNET HOLDINGS
116 BOND STREET, ORILLIA ON L3V 1J8
CONTACT: MICHAEL SULLIVAN

#8-1464 CORNWALL ROAD
OAKVILLE, ONTARIO L6J 7W5

ARCHITECTS

1 24-05-30PRE-CON 2DB

2 24-12-20PRE-CON STAGE 2 (1ST SUBMISSION)DB

3 25-07-25PRE-CON STAGE 2 (2ND SUBMISSION)DB

4 25-09-12FINALDB
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PAINTED MARKING
• Recommended line width for markings is 10 cm
• All pavement markings to be slip resistant paint
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SITE PLAN - PHASE 1
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SITE

FIRE DEPARTMENT NOTES:
· AN ADEQUATE WATER SUPPLY FOR FIREFIGHTING PURPOSES SHALL BE PROVIDED IN ACCORDANCE WITH 3.2.5.7. OBC.

THIS SHALL BE DETERMINE BY AN ENGINEER
· FIRE SERVICE MAINS AND HER APPURTENANCES SHALL BE DESIGNED, CONSTRUCTED, INSTALLED, AND TESTED IN

CONFORMANCE WITH 7.2.11. OF DIV. B OF THE 2012 OBC AS AMENDED
· ALL PRIVATE WATER SERVICES SHALL BE TESTED FOR NOT KESS THAN 2 HOURS AT 150 PSI.
· PRIVATE FIRE HYDRANTS SHALL BE FLOW TESTED PAINTED YELLOW AS REQUIRED
· FIRE DEPARTMENT ACCESS ROUTE SHALL BE DESIGNED AND CONSTRUCTED IN CONFORMANCE WITH 3.2.5.6 OF THE

ONTARIO BUILDING CODE

INFORMATION TAKEN FROM GEOTECH REPORT BY EXP REPORT
DATED AUG 6, 2020 REFERENCE BAR-12020010-A0 1 2 3A 3B 4 5
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